


DIVERTER

	EQUIPMENT
	SPECIFICATIONS
	DISTANCE FROM LASt UNIT

	BLOWER
	POSITIVE DISP. 

OUTPUT PR. 1.65 bar

INPUT PR.   1 bar

VOLUMETRIC CAPACITY at 20oC Atm.
	00

	90  DEGREE BEND
	8” Line R=1.5 D
	.36    meter

	HORIZ. PIPE TILL COOLER
	8” line
	3.5 meter

	90 DEGREE BEND
	8” R=1.5 D
	.46 meter

	HORIZ. PIPE TILL FILTER
	8”
	.8 meter

	90 DEGREE ELBOW
	8”
	.304

	90 DEGREE ELBOW
	8”
	.304

	HORIZONTAL PIPE
	8”
	2.8

	180 DEGREE BEND
	8”   R=1.5 D
	

	REDUCER TO 6” 
	6”
	

	FEED POINT
	6”
	

	HORIZ PIPE
	6”
	5.4

	 90 DEGREE BEND
	6”   R=10D
	3.55

	VERTICAL PIPE
	6”
	3

	90 DEGREE BEND
	6”   R=10D
	3.55

	HORIZONT. PIPE
	6”
	14

	DIVERTER
	6”
	

	90 DEGREE BEND
	6”   R=10D
	3.55

	VERTICAL PIPE
	6”
	10

	90 DEGREE BEND 
	6”   R=20D
	5

	DIVERTER
	6”
	

	90 DEGREE BEND
	6”   R=10D
	3.55

	HORIZONTAL PIPE
	6”
	5

	DIVERTER
	6”
	

	90 DEGREE BEND
	6”   R=10D
	3.55

	HORIZONTAL PIPE
	6”
	5

	DIVERTER
	6” 
	

	90 DEGREE BEND
	6”   R=10D
	3.55

	HORIZONTAL PIPE
	6”
	5

	DIVERTER
	6”
	

	90 DEGREE BEND
	6”   R=10D
	3.55

	TOTAL VERTICAL DISTANCE
	
	APPR.  20 meter

	TOTAL HORIZONTAL DISTANCE
	
	APPROX 50 meter

	NO. OF BENDS R=1.5D
	(4x 90 + 1x 180 )degree  in 8” line
	6 x 90 deg. bends

	NO. OF BENDS R=10D
	7x 90 degree    6” line
	7x90 degree bend

	NO. OF BENDS R=20D
	1x 90 degree
	1 x90 degree bend
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