Technical conditions book for the supply of a BRICK DISMOUNTING MACHINE inside the kilns working in public Cement Company
I- General Data:
A cement company is in need to a brick dismounting machine inside rotary kilns, upon carrying out of maintenance works for saving the time required for dismount works so as to fulfill the complete safety factor for workers during dismounting.

This machine can dismount the coating formed over the brick lining which its thickness up to 50 cm, and equipped with drive and remote control device, transported and maintained easily and of good capacity for dismount works and capable for working inside kilns which have the following data:
Kiln type:

- Cylindrical rotary kiln diameter 4.6 x 69 m

- The kiln works by dry process for clinker production.

- Internal diameter for kiln 4.6 m

- Kiln length 69 m

- Dimension of kiln inlet “inlet of dismounting machine”
- Length “height” 1500 mm

- Width 1200 mm

- The materials wanted to be dismounted:

Magnetite brick – alumina brick – coating formed over the brick lining “clinker”

- Height of kiln over sea side about 55 m and ratio on annual humidity about 85%

- Number of working kilns: four (4) kilns

II- General Conditions and obligations of bidder
1- Bidder is bound to submit a brick dismounting machine modern and developed /1/ one No. as per the general data and suitable dimension to enter through kiln inlet and from famous international models.
2- Bidder is bound to submit, erect, and test machine in one of kilns as per a time schedule stated by the Cement Company, and hand it over ready for work without any technical obstacles. As he is bound to train the technicians on maintenance and operation works.
3- Bidder is bound to state the origin country and name of manufacturing company in his offer and submission origin certificate upon delivery, and the supplied offers preferred to be from European countries, Scandinavian, Japanese, or American.

4- Bidder is bound to state the production capacity for the machine in his offer.

5- Bidder is bound to include his offer with technical documents and catalogues which clarify the technical specifications for the machine and drawings which are necessary for operation and maintenance works.
6- Bidder is bound to submit a list of spare parts for two operational years priced and detailed in his offer enclosed with submitted machine and he is also obligate to submit spare parts for subsequent ten years and upon request and by prices of Commerce Chamber for origin country.

7- Bidder is bound to determine the price of dismounting machine and spare parts and on basis of FOB and C&F in his offer.

8- Bidder is bound to include his offer with reference list and quality certificates attained by manufactured company.

9- Bidder is bound to submit warranty period for work of brick dismounting machine for a period not less than one full calendar year in his offer.

10-  Bidder is bound to answer on all previous items.

11- Advertisement is external. 
