Technical conditions Book for quotations to supply /60/ sixty cotton jute bags conveyors and their spare parts

General chassis:

The bidder has to state the following information:

1- The overall length varies between (12-14) m.

2- The maximum height is not less than /6/ m. from ground level.

3- Maximum tilting angle is not less than ( 30º), with the best position for conveyor body balance when applying maximum load estimated as /6/ six cotton jute bags , in addition to hydraulic lifting and lowering system which is preferable to be automatic.

4- The conveyor body height should not be, away from ground during operation, less than (10) cm., with the necessity of securing supports on the conveyor both sides to protect first rolls against direct contact of jute bags with belts.

5- The wheels should be of cast rubber type, and the bidder has to mention their number and size.

6- The necessity to provide the optimal method of equipments (siders, protections and clamps) thus to protect the conveyor, when moved from one place to another, by forklift trucks.

The Belt: the bidder has to specify the following:

1- The belt length, its width and thickness.
2- Reinforcing layers; the number of more layers is preferable noting that the layers should be of silk.
3- It must be of the type which secures the largest contact of cotton jute bags with the belt surface, so that it prevents their slide in case of moving or sudden stop and whatever the maximum tilting angle is.

4- To bear all atmospheric conditions and resist petroleum material.

5- A sample belt of 50-100 cm must be presented for the test.

Rolls:

The bidder has to mention the following:

1- Thickness which is preferable to be not less than (2) mm.

2- The metal type of which they are made, provided that they are well-galvanized and fabricated of high-resistance and light-weight metals.

3- The type of housings used which should be stern, unbreakable and corrosion -resistant.

4- Their size and the one of standard metal bearings, the one same size is preferable for the diameters and axis of rolls and the bearings operating on the conveyor despite the rolls lengths difference.

Gear Box:

1 - To be protected against direct contact with cotton, and easily dismantled and assembled.

2- Possibility of either speed increase or decrease. Two speeds work is preferable.

Brake mechanism:

1- It must be Strong so to prevent belt retraction in sudden stop during conveyor operation whatever the loads are on it.
2- The bearings inside it must be of standard size possibly available in order to be suitable for the design.

Electric motor:
1- It must be of 3 phase type, operates with 380 V. 50 H.Z., and with appropriate capacity.

2- The necessity to have a protection for cotton against any contact with motor. The bidder has to mention the type of protections required for such a purpose.

3- The bidder has to mention the conveyor operation system which must be automatic control (contactor).

Additional conditions:

The bidder has to submit the following:

- A priced list by spare parts needed for each belt (enclosed with financial offer) sufficient for 3 years operation with an average of 8 hours a day. Our organization has the right to select whatever it find suitable out of the submitted list not exceeding 15% of the conveyor order total value.

- The conveyors should be new and not renewed.

- Warranty is for one year as of initial receipt.

- The bidder commitment period with his offer is \90 \ days.

- Supply period is \180\ days starting from confirmed L/C opening regarding foreign offer, or from commencement order date regarding the local offer.

- To present detailing catalogues and diagrams for each conveyor mechanism.

- The bidder has to state each clarification or detail useful for these conveyors operation and maintenance, (i.e. metal thickness of which the conveyor overall chassis is made, trucks thickness and all what the bidder finds suitable and useful for technical study).

- Bid bond: /60000/ only sixty thousand U.S.D. for foreign offer and /3000000/ only three million Syrian pounds for local offer.

- Any offer, which obtains technical marks less than (65) only sixty five out of one hundred, is considered rejected.

- Performance Bond is 10% of the order total value.

- Visit three technicians from our organization to the factory of company which will be awarded, so as they may be familiarized with manufacture stages and trained on dismantle and maintenance for ten days on the bidder account.
- In case of local offer, the bidder has to submit a commitment certified from the conveyor manufacturer to secure spare parts when needed in the future. Both / either of (the bidder or the manufacture) are / is an official reference to supply spares in due time.

- The bidder is considered exclusively responsible for his foreign offer.

- Delivery place: at the general central warehouse- Ein- Eiltal – Aleppo - Syria. Delivery place is the same for both foreign quotation and local one.

